OVER-THE-RANGE MICROWAVE

FEATURES o VENTILATION FEATURES
Cavity Space: 1.8 Cubic Feet 300 CFM B
Output Power: 1,000 Watts Horizontal or Vertical Discharge or Recirculation
Turntable: 12" Stoppable Charcoal Filter
Digital Display: 7-Digit Scroll VFD Dishwasher-Safe Grease Filter
Variable Cook Power: 10 Levels
Fan Speed Control: High, Low, Off
Cooktop Light: Night, Bright, Off DIMENSIONS
Cavity Size (W x H x D): 22-3/8" x 10" x 14-19/3"

TOUCH PANEL CONTROLS Overall Size (W x H x D): 29-15/16" x 16 -7/16" x 15-5/5"
Sensor Keys: Shipping Size (W x H x D): 33-7/16" x 19 -5/16" x 19-17/20"

Popcorn

Potato MODEL NUMBERS

Pizza HMV 9305 — Stainless Steel

Vegetable (Fresh, Frozen, Canned) HMV 9306 - Black

Cook (Frozen Entrée, Casserole, Rice) HMV 9302 — White
Defrost HMV 9307 - Biscuit

Auto (Meat, Poultry, Fish)

Time Defrost

Quick Defrost (1 Ib.)
Kitchen Timer
Surface Light Timer
More/Less (+/- 10 Sec)
Easy Cook (Add 30 Sec)
Control Set-Up

Sound On/Off

Clock On/Off

Scroll Speed

Pounds/Kilograms

Copyright ©2003 BSH Home Appliances Corporation. All rights reserved. Bosch is a registered trademark of
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Microwave is UL approved. For immediate critical installation dimensions by fax, use your handset and call

v 775-833-3600. Use Code #8317 for a directory of Bosch products.

Warranty Information: BSH warrants that its Microwave is free from defects in materials and workmanship for a
period of twelve (12) months from the Date of Installation. See manufacturer's limited warranty for details YOUR LIFE. OUR INSPIRATION.

For more information on the entire line of products, go to boschappliances.com or call 1-800-921-9622.

SAP# 2800000579
Litho Date: 11/03



TRADITIONAL UPDRAFT VENTILATION
COLORS MODEL NUMBER DAH 93 DAH 94 DAH 95
FEATURES
Recirculation Option u . . -
High Heat Sensor n
Control Type Rocker Switch Electro-Mechanical Electronic
Mesh Dishwasher Safe Filters n n n
STAINLESS STEEL
DESIGN ELEMENTS .
| Bullnose Style Channel Channel Half-Round
Edges Seamless Seamless Seamless
Controls Front Center L m u
Lighting Incandescent Halogen Dual-Level Halogen
Color Options Black, White, Black, White, Black, White,
Stainless Steel, Stainless Steel Stainless Steel
Biscuit
BLACK VENTILATION/OPTIONS
360 CFM Standard Blower . e
== 400 CFM Standard Blower [
3-Speed Blower Controls . = u
Blower Options, Internal (CFM) DHG 4001 (400)
DHG 6001 (600)
Blower Options, Remote (CFM) DHG 6003 (600)
- 03 DHG 1003 (1,000)
N v —
WHITE INSTALLATION
Board-In-Channel Installation u
] “Mounting Hook” Installation . u
Vertical/Horizontal Discharge ] u =
Duct Size at Discharge (In.) 7 7" 7
TECHNICAL
R Power Supply 120VAC, 60Hz 120VAC, 60Hz 120VAC, 60Hz
[ e i o Electrical Motor Rating 4.4A @ 120V 4.4A @ 120V 10.0A @ 120V
BISCUIT ACCESSORIES i
] Duct Covers . . .
DIMENSIONS
BULLNOSE STYLES Overall Size (H x W x D) 10" x 80" x 22" 10" x 80" % 22" 10" x 30" x 22"
10" x 36" x 22" 10" % 86" %29
I
CHANNEL
DAH 93
DAH 94
Model Shown: DAH 9505UC
; " Copyright ©2003 BSH Home Appliances Corporation. All rights reserved. Bosch is a registered trademark of
Robert Bosch GmbH.
@ UL and CUL approved. For immediate c‘rmca\ installation dimensions by fax, use your handset and call BOSC H J
775-833-3600. Use Code #8317 for a directory of Bosch products.
HALF-ROUND @ Warranty Information: BSH warrants that its Ventilation is free from defects in materials and workmanship for
DAH 95 ¢ a period of twelve (12) months from the Date of Installation. See manufacturer’s limited warranty for details. YOUR LIFE. OUR INSPIRATION.

For more information on the entire line of products, go to boschappliances.com or call 1-800-921-9622.
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